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2. Reference Sheet 34; we assume the 3:1 sloped edge of the temporary pavement is included in the 
measurement of payment for Bid Items # 205.1 & 205.3. Please confirm. 

The 3:1 slope is included in the measurement of payment. We went ahead and added a note to the 
typical sections to address any confusion. 

3. Will the installation and removal of the temporary pavement markings be paid for directly? 

Temporary pavement markings are included under Items 536.1, 536.2, and 535.7.  Added Item 533 
to the Summary Sheet and added the quantities for this item. Also revised Specification 533 to 
state this item will be paid for directly.  

4. Reference Sheets 127,133 & 144, Obliterating Abandoned Street; we are having some difficultly in 
matching up with the bid quantity. The drawings show the limits of the obliteration to stop just 
outside the proposed new Callaghan Road and a note states that the existing pavement is to be 
obliterated.  Is the intent of the bid item to remove only a portion of the asphalt of the existing 
Callaghan Road where the proposed and existing meet? The rest of the abandoned road will be 
“as is” (with asphalt)?  Please clarify the limits of payment for this bid item and if the contractor is 
to do any work with the rest of the abandoned Callaghan Road. 

The intent is to remove a portion of the existing pavement adjacent to the new street. The limit of 
the removal is shown on the plans. All pavement beyond the limits will remain. 

5. What is the difference between bid item 520.1 & 521.1, Hydromulch? 

Item 521 Hydromulch requires a bonded fiber matrix seeding and is shown to be placed within the 
drainage channel. Item 520 Hydromulch shall be placed in all other graded areas as noted on the 
plans. 

ITEM NO. 5: The following questions were submitted by EZ-Bel on December 10, 2010: 

1. Please clarify or confirm the mountain laurel spec with respect to height and caliper, if the 
specified product is true and correct, please identify three comparable sources which would meet 
the spec.  

The Mountain Laurels specification should be as follows: 

Texas Mountain Laurel 

Sophora secundiflora 

30 gallons 

Multi-Trunk, 5-7 Canes 

5’-6’ Height, 5’-6’ Spread 

Contractor to provide photos of plant materials before purchase 

2. Does the scope of work for the CPS Energy street lights require the contractor to provide and 
install conductors; or is the scope limited to conduits without wires? 

CPS Energy will provide and install the conductors (wires), the contractor will install the conduits. 

3. The foundation detail for the CPS Energy street lights that is provided is an old standard; is that 
the intent of the bid docs?   

The foundations are to be built per the detail on the sketch.  
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ITEM NO. 6: Sanitary Sewer sheets 7, 8 & 9 have been revised.  A note has been changed to read 
“ALL 15 “ SANITARY SEWER PIPE SHALL BE SDR 26 AND ALL LATERALS SHALL BE ASTM 
2241 PIPE WITH A MINIMUM PRESSURE RATING OF 160 PSI”.  Sheets attached. 

 
  






















































